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A B O U T  U S

With core values centered around 
partnerships, FloorFolio strives to 
maintain products of quality and 
durability, while also providing 
innovative technologies that offer 
sound solutions for the flooring 
industry. FloorFolio is committed to 
providing customers a wide-ranging 
product line that is diverse in style, 
competitive in price and most 
importantly, low-maintenance.

We center our product line around 
choice. While most of our competitors 
offer a standard 6 color product line to 
the Multi Family segment, we offer over 
200 various colors and patterns in Wood, 
Stone, Concrete and Abstract Collections. 
We also offer the ability to customize 
the size, texture and pattern. We are not 
limited by our collections, instead we 
offer the flexibility to give the end user 
what they need.
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EnviroQuiet
    The only SOUND Solution

As the only product of its kind, our EnviroQuiet LVT
technology is based on the formulation of a sound reducing,
bonded rubber backing to the tile. EnviroQuiet is a singular
solution to the end use community, eliminating any issues
that can occur when installing LVT over a traditional sound
pad. With EnviroQuiet Luxury Vinyl Tile, the 3mm sound
reducing underlayment is permanently attached during the
manufacturing process, and helps to alleviate installation
time and costs.

EnviroQuiet
    The only SOUND Solution
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EnviroQuiet
    The only SOUND Solution

When you purchase EnviroQuiet, you are buying a finished
product that meets the projects requirements. You no longer

have to purchase a separate underlayment, LVT, and two
different adhesives to install both. EnviroQuiet eliminates the 
two step process of first installing an underlayment, and then 

installing the LVT. This substantially reduces the time to
install the product as you are only installing the floor once.

EnviroQuiet
    The only SOUND Solution
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ENVIROQUIET 5.0ENVIROQUIET 5.0
EnviroQuiet 5.0 takes our one-step 
installation up a notch with 2mm LVT 
factory laminated to a 3mm thick acoustical 
underlayment.

The wear layer can be ordered in 8 mil or 
12 mil, and our attached underlayment 
is offered in Standard or Premium grade 
depending on the area of installation.

EnviroQuiet 5.0 is designed for both wood 
truss and concrete systems.
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ENVIROQUIET 6.0ENVIROQUIET 6.0
EnviroQuiet 6.0 is our commercial grade 3mm 
LVT factory laminated to a 3mm thick acoustical 
underlayment providing the highest density in 
the EnviroQuiet line.

With a 22mil wear layer, this durable all-in-
one flooring solution is ideal for high traffic 
commercial areas such as hospitals, retail 
locations, hotels and restaurants.

EnviroQuiet 6.0 is formulated for installation over 
wood truss or concrete systems.

ENVIROQUIET 4.0ENVIROQUIET 4.0
EnviroQuiet 4.0 is an LVT with an integrated 
acoustic sound reducing system that yields an 
overall thickness of 5mm.

The 12 mil clear wear layer provides long lasting 
durability in residential areas making it a great 
choice for multi-family and student housing. 
Upgrade to a 22 mil wear layer for increased 
durability.

EnviroQuiet 4.0 meets and exceeds minimum 
building code and is specifically engineered for 
wood truss systems.
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748-1701-B-SM (2mm 8 mil)

748-1701-A-SM (2mm 12 mil)

725-1701 (3mm 22 mil)

748-1721-B-SM (2mm 8 mil)

748-1721-A-SM (2mm 12 mil)

725-1721 (3mm 22 mil)

748-1711-B-SM (2mm 8 mil)

748-1711-A-SM (2mm 12 mil)

725-1711 (3mm 22 mil)

748-1724-B-SM (2mm 8 mil)

748-1724-A-SM (2mm 12 mil)

725-1724 (3mm 22 mil)
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ZEN
COLLECTION

STANDARD
Gauge: 2mm

Wear Layer: 8 mil
2mm Standard Plank Size: 7” x 48”

Texture: Smooth
Finish: Urethane

SPECIAL ORDER (Minimums Apply)
2mm with a 12 mil Wear Layer | Plank: 7” x 48”

3mm with a 22 mil Wear Layer | Plank: 7.25 x 48”

▪ Zen can be manufactured as EnviroQuiet.

748-1713-B-SM (2mm 8 mil)

748-1713-A-SM (2mm 12 mil)

725-1713 (3mm 22 mil)

748-1726-B-SM (2mm 8 mil)

748-1726-A-SM (2mm 12 mil)

725-1726 (3mm 22 mil)

748-1717-B-SM (2mm 8 mil)

748-1717-A-SM (2mm 12 mil)

725-1717 (3mm 22 mil)

748-8938-B-SM (2mm 8 mil)

748-8938-A-SM (2mm 12 mil)

725-8938 (3mm 22 mil)
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748-7101-B-51 (2mm 8 mil)

748-7101-A-51 (2mm 12 mil)

748-7101 (3mm 22 mil)

748-7512-B-51 (2mm 8 mil)

748-7512-A-51 (2mm 12 mil)

748-7512 (3mm 22 mil)

748-7311-B-51 (2mm 8 mil)

748-7311-A-51 (2mm 12 mil)

748-7311 (3mm 22 mil)

748-7513-B-51 (2mm 8 mil)

748-7513-A-51 (2mm 12 mil)

748-7513 (3mm 22 mil)

* SM * WG

* NW* NW
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CHALET 
COLLECTION

STANDARD
Gauge: 2mm

Wear Layer: 8 mil
2mm Standard Plank Size: 7” x 48”

Textures:
*SM - Smooth | *WG - Wood Grain | *NW - Natural Wood

Finish: Urethane

SPECIAL ORDER (Minimums Apply)
2mm with a 12 mil Wear Layer | Plank: 7” x 48”
3mm with a 22 mil Wear Layer | Plank: 7 “x 48”

▪ Chalet can be manufactured as EnviroQuiet.

748-7313-B-51 (2mm 8 mil)

748-7313-A-51 (2mm 12 mil)

748-7313 (3mm 22 mil)

748-7511-B-51 (2mm 8 mil)

748-7511-A-51 (2mm 12 mil)

748-7511 (3mm 22 mil)

* WG * NW
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748-108-B-51 (2mm 8 mil)

748-108-A-51 (2mm 12 mil)

725-108 (3mm 22 mil)

748-460-B-51 (2mm 8 mil)

748-460-A-51 (2mm 12 mil)

725-460 (3mm 22 mil)

748-462-B-51 (2mm 8 mil)

748-462-A-51 (2mm 12 mil)

725-462 (3mm 22 mil)

748-466-B-51 (2mm 8 mil)

748-466-A-51 (2mm 12 mil)

725-466 (3mm 22 mil)

748-467-B-51 (2mm 8 mil)

748-467-A-51 (2mm 12 mil)

725-467 (3mm 22 mil)

748-468-B-51 (2mm 8 mil)

748-468-A-51 (2mm 12 mil)

725-468 (3mm 22 mil)

* HS

* SM

* SM

* SM

* SM

* SM
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MAPLEWOOD 
COLLECTION

STANDARD
Gauge: 3mm

Wear Layer: 22 mil
3mm Standard Plank Size: 7.25” x 48”

Texture Varies: HS – Hand-Scraped | SM – Smooth
Finish: Urethane

SPECIAL ORDER (Minimums Apply)
2mm with 8 mil or 12 mil Wear Layer

2mm Standard Plank: 7” x 48”

▪ Maplewood can be manufactured as EnviroQuiet.

748-463-B-51 (2mm 8 mil)

748-463-A-51 (2mm 12 mil)

725-463 (3mm 22 mil)

748-464-B-51 (2mm 8 mil)

748-464-A-51 (2mm 12 mil)

725-464 (3mm 22 mil)

748-465-B-51 (2mm 8 mil) 

748-465-A-51 (2mm 12 mil) 

725-465 (3mm 22 mil)

748-469-B-51 (2mm 8 mil)

748-469-A-51 (2mm 12 mil)

725-469 (3mm 22 mil)

* SM

* SM

* SM * SM
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648-701-B (2mm 8 mil)

648-701-A (2mm 12 mil)

648-701 (3mm 22 mil)

648-702-B (2mm 8 mil)

648-702-A (2mm 12 mil)

648-702 (3mm 22 mil)

648-703-B (2mm 8 mil)

648-703-A (2mm 12 mil)

648-703 (3mm 22 mil)

648-707-B (2mm 8 mil)

648-707-A (2mm 12 mil)

648-707 (3mm 22 mil)

648-708-B (2mm 8 mil)

648-708-A (2mm 12 mil)

648-708 (3mm 22 mil)

648-710-B (2mm 8 mil)

648-710-A (2mm 12 mil)

648-710 (3mm 22 mil)
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OMBRE 
COLLECTION

STANDARD
Gauge: 3mm

Wear Layer: 22 mil
3mm Standard Plank Size: 6” x 48”

Texture: Wood Grain
Finish: Urethane

SPECIAL ORDER (Minimums Apply)
2mm with 8 mil or 12 mil Wear Layer

2mm Standard Plank: 6” x 48”

▪ Ombre can be manufactured as EnviroQuiet.

648-704-B (2mm 8 mil)

648-704-A (2mm 12 mil)

648-704 (3mm 22 mil)

648-705-B (2mm 8 mil)

648-705-A (2mm 12 mil)

648-705 (3mm 22 mil)

648-706-B (2mm 8 mil)

648-706-A (2mm 12 mil)

648-706 (3mm 22 mil)

648-711-B (2mm 8 mil)

648-711-A (2mm 12 mil)

648-711 (3mm 22 mil)
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636-604-B (2mm 8 mil)

636-604-A (2mm 12 mil)

636-604 (3mm 22 mil)

636-670-B-H (2mm 8 mil)

636-670-A-H (2mm 12 mil)

636-670-H (3mm 22 mil)

636-671-B-H (2mm 8 mil)

636-671-A-H (2mm 12 mil)

636-671-H (3mm 22 mil)

636-676-B-H (2mm 8 mil)

636-676-A-H (2mm 12 mil)

636-676-H (3mm 22 mil)

636-677-B-H (2mm 8 mil)

636-677-A-H (2mm 12 mil)

636-677-H (3mm 22 mil)

636-679-B-H (2mm 8 mil)

636-679-A-H (2mm 12 mil)

636-679-H (3mm 22 mil)

* WG

* HS

* HS

* HS

* HS

* HS
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TIMBER 
COLLECTION

STANDARD
Gauge: 3mm

Wear Layer: 22 mil
3mm Standard Plank Size: 6” x 36”

Texture Varies: HS – Hand-Scraped | WG – Wood Grain
Finish: Urethane

SPECIAL ORDER (Minimums Apply)
2mm with 8 mil or 12 mil Wear Layer

2mm Standard Plank: 6” x 36”

▪ Timber can be manufactured as EnviroQuiet.

636-672-B-H (2mm 8 mil)

636-672-A-H (2mm 12 mil)

636-672-H (3mm 22 mil)

636-673-B-H (2mm 8 mil)

636-673-A-H (2mm 12 mil)

636-673-H (3mm 22 mil)

636-674-B-H (2mm 8 mil)

636-674-A-H (2mm 12 mil)

636-674-H (3mm 22 mil)

* HS * HS * HS
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636-407-B (2mm 8 mil)

636-407-A (2mm 12 mil)

636-407 (3mm 22 mil)

636-571-B (2mm 8 mil)

636-571-A (2mm 12 mil)

636-571 (3mm 22 mil)

636-409-B (2mm 8 mil)

636-409-A (2mm 12 mil)

636-409 (3mm 22 mil)

*WG *WG

* SM
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CLASSIC 
COLLECTION

STANDARD
Gauge: 3mm

Wear Layer: 22 mil
3mm Standard Plank Size: 6” x 36”

Textures:
*SM - Smooth | *WG - Wood Grain

Finish: Urethane

SPECIAL ORDER (Minimums Apply)
2mm with a 8 mil Wear Layer | Plank: 6” x 36”

2mm with a 12 mil Wear Layer | Plank: 6” x 36”

▪ Classic can be manufactured as EnviroQuiet.

636-412-B (2mm 8 mil)

636-412-A (2mm 12 mil)

636-412 (3mm 22 mil)

636-425-B (2mm 8 mil)

636-425-A (2mm 12 mil)

636-425 (3mm 22 mil)

* SM * WG
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Plank (1): 725-1621-1 | Plank (2): 725-1621-2 (22 mil)

Plank (1): 725-1621-1-B | Plank (2): 725-1621-2-B (8 mil)

Plank (1): 725-1621-1-A | Plank (2): 725-1621-2-A (12 mil)

Plank (1): 725-1628-1 | Plank (2): 725-1628-2 (22 mil)

Plank (1): 725-1628-1-B | Plank (2): 725-1628-2-B (8 mil)

Plank (1): 725-1628-1-A | Plank (2): 725-1628-2-A (12 mil)

Plank (1): 725-1622-1 | Plank (2): 725-1622-2 (22 mil)

Plank (1): 725-1622-1-B | Plank (2): 725-1622-2-B (8 mil)

Plank (1): 725-1622-1-A | Plank (2): 725-1622-2-A (12 mil)
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CHEVRON 
COLLECTION

STANDARD
Gauge: 3mm

Wear Layer: 22 mil
3mm Standard Plank Size: 7.25” x 48”

Texture: Chevron Emboss
Finish: Urethane

SPECIAL ORDER (Minimums Apply)
2mm with an 8 mil Wear Layer | Plank: 7.25” x 48”
2mm with a 12 mil Wear Layer | Plank: 7.25” x 48”

▪ Chevron can be manufactured as EnviroQuiet.

Plank (1): 725-1623-1 | Plank (2): 725-1623-2 (22 mil)

Plank (1): 725-1623-1-B | Plank (2): 725-1623-2-B (8 mil)

Plank (1): 725-1623-1-A | Plank (2): 725-1623-2-A (12 mil)

Plank 1 and Plank 2 seamlessly form the “V” shape when the planks

are installed next to each other.

PLANK 1

PLANK 2

Plank (1): 725-1627-1 | Plank (2): 725-1627-2 (22 mil)

Plank (1): 725-1627-1-B | Plank (2): 725-1627-2-B (8 mil)

Plank (1): 725-1627-1-A | Plank (2): 725-1627-2-A (12 mil)
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748-5472-B-51 (2mm 8 mil)

748-5472-A-51 (2mm 12 mil)

725-5472 (3mm 22 mil)

748-5478-B-51 (2mm 8 mil)

748-5478-A-51 (2mm 12 mil)

725-5478 (3mm 22 mil)

748-5474-B-51 (2mm 8 mil)

748-5474-A-51 (2mm 12 mil)

725-5474 (3mm 22 mil)
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ASTRATTO
COLLECTION

STANDARD
Gauge: 3mm

Wear Layer: 22 mil
3mm Standard Plank Size: 7.25” x 48”

Texture: Natural Stone
Finish: Urethane

SPECIAL ORDER (Minimums Apply)
2mm with an 8 mil Wear Layer | Plank: 7” x 48”
2mm with a 12 mil Wear Layer | Plank: 7”x 48”

▪ Astratto can be manufactured as EnviroQuiet.

748-5475-B-51 (2mm 8 mil)

748-5475-A-51 (2mm 12 mil)

725-5475 (3mm 22 mil)

748-5477-B-51 (2mm 8 mil)

748-5477-A-51 (2mm 12 mil)

725-5477 (3mm 22 mil)
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748-6821-B-51 (2mm 8 mil)

748-6821-A-51 (2mm 12 mil)

725-6821 (3mm 22 mil)

748-6828-B-51 (2mm 8 mil)

748-6828-A-51 (2mm 12 mil)

725-6828 (3mm 22 mil)
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COASTLINE 
COLLECTION

STANDARD
Gauge: 3mm

Wear Layer: 22 mil
3mm Standard Plank Size: 7.25” x 48”

Texture: Smooth
Finish: Urethane

SPECIAL ORDER (Minimums Apply)
2mm with 8 mil or 12 mil Wear Layer

2mm Standard Plank: 7” x 48”

▪ Coastline can be manufactured as EnviroQuiet.

748-6822-B-51 (2mm 8 mil)

748-6822-A-51 (2mm 12 mil)

725-6822 (3mm 22 mil)
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748-231-B-51 (2mm 8 mil)

748-231-A-51 (2mm 12 mil)

725-231 (3mm 22 mil)

748-235-B-51 (2mm 8 mil)

748-235-A-51 (2mm 12 mil)

725-235 (3mm 22 mil)

748-232-B-51 (2mm 8 mil)

748-232-A-51 (2mm 12 mil)

725-232 (3mm 22 mil)

748-237-B-51 (2mm 8 mil)
748-237-A-51 (2mm 12 mil)
725-237 (3mm 22 mil)
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FRESCO 
COLLECTION

STANDARD
Gauge: 3mm

Wear Layer: 22 mil
3mm Standard Plank Size: 7.25” x 48”

Texture: Natural Stone
Finish: Urethane

SPECIAL ORDER (Minimums Apply)
2mm with an 8 mil Wear Layer | Plank: 7” x 48”
2mm with a 12 mil Wear Layer | Plank: 7 “x 48”

▪ Fresco can be manufactured as EnviroQuiet.

748-233-B-51 (2mm 8 mil)

748-233-A-51 (2mm 12 mil)

725-233 (3mm 22 mil)

748-234-B-51 (2mm 8 mil)

748-234-A-51 (2mm 12 mil)

725-234 (3mm 22 mil)
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2424-6021 (22 mil)

STANDARD: Gauge: 3mm | Wear Layer: 22 mil | Tile Size: 23.62” x 23.62”
Texture: Concrete Emboss | Finish: Urethane

2424-6022 (22 mil)
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SPECTRUM
COLLECTION

2424-6023 (22 mil) 2424-6024 (22 mil)

Close-Up (2424-6021)
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2424-5340 (22 mil)

STANDARD: Gauge: 3mm | Wear Layer: 22 mil | Tile Size: 23.62” x 23.62”
Texture: Concrete Emboss | Finish: Urethane

2424-5343 (22 mil)
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CRETE II
COLLECTION

2424-5345 (22 mil) 2424-5347 (22 mil)

2424-5345 (22 mil)
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2424-6314 (22 mil)

STANDARD: Gauge: 3mm | Wear Layer: 22 mil | Tile Size: 23.62” x 23.62”
Texture: Woven | Finish: Urethane

2424-6316 (22 mil)
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LINEN II
COLLECTION

2424-6317 (22 mil)

2424-6311 (22 mil)

2424-6318 (22 mil)

2424-6313 (22 mil)
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1836-8313 (22 mil)

STANDARD: Gauge: 3mm | Wear Layer: 22 mil | Tile Size: 18” x 36”
Texture: Natural Stone | Finish: Urethane

1836-8314 (22 mil)
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GROTTO
COLLECTION

1836-8317 (22 mil) 1836-8318 (22 mil)
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1836-7812 (22 mil)

STANDARD: Gauge: 3mm | Wear Layer: 22 mil | Tile Size: 18” x 36”
Texture: Natural Stone | Finish: Urethane

1836-7813 (22 mil)

39

SAHARA
COLLECTION

1836-7814 (22 mil) 1836-7816 (22 mil)

1836-7811 (22 mil)
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1836-221 (22 mil)

STANDARD: Gauge: 3mm | Wear Layer: 22 mil | Tile Size: 18” x 36”
Texture: Natural Stone | Finish: Urethane

1836-224 (22 mil)
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VERONA
COLLECTION

1836-225 (22 mil) 1836-229 (22 mil)

1836-222 (22 mil)
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2424-R-2952 (22 mil)

STANDARD: Gauge: 3mm | Wear Layer: 22 mil | Tile Size: 24” x 24”
Texture: Registered Emboss | Finish: Urethane

2424-R-2956 (22 mil)

43

LAKE HOUSE
COLLECTION

2424-R-2957 (22 mil) 2424-R-2960 (22 mil)

2424-R-2961 (22 mil)
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769-1597-A-CL 769-16517-A-CL

* 769-5710-A-CL

769-2390-A-CL

* 769-6710-A-CL* 769-2910-A-CL
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RIGID HYBRID
4.7MM | 12MIL

STANDARD
Gauge: 3.5mm Rigid Core + 1.2mm XPS Backing

Wear Layer: 12 mil
3mm Standard Plank Size: 7.69” x 48”

Scratch Resistant Surface
Finish: Urethane

MADE IN THE USA

SPECIAL ORDER (Minimums Apply)
SKUS with an asterisk are special order.

769-2980-A-CL 769-5880-A-CL * 769-2510-A-CL
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860-16517-5-CL 860-2510-5-CL

* 860-2980-5-CL

860-2910-5-CL

* 860-5880-5-CL* 860-2390-5-CL
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RIGID HYBRID
5.5MM | 20MIL

STANDARD
Gauge: 4.5mm Rigid Core + 1.0mm XPO Backing

Wear Layer: 20 mil
3mm Standard Plank Size: 7.69” x 60”

Scratch Resistant Surface
Finish: Urethane

MADE IN THE USA

SPECIAL ORDER (Minimums Apply)
SKUS with an asterisk are special order.

860-5710-5-CL 860-6710-5-CL * 860-1597-5-CL
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T E C H N I C A L  S P E C I F I C A T I O N ST E C H N I C A L  S P E C I F I C A T I O N S

LVT 2MM  8 MIL/12 MIL

ASTM F 1700 Solid Vinyl Tile Class III, Type A or B, Pass
ASTM E 662 Smoke Density Pass
ASTM E 648 Fire Resistance Class 1
ASTM D 2047 Coefficient of Friction Pass
ASTM F 970 Static Load 250 PSI
ASTM F 970 (*modified) Static Load 2,500 PSI
ASTM F 925 Chemical Resistance Pass
ASTM F 410 Wear Layer Thickness 8 mil or 12 mil
ASTM F 386 Overall Thickness 2mm

LVT 3MM  22 MIL

ASTM F 1700 Solid Vinyl Tile Class III, Type A or B, Pass
ASTM E 662 Smoke Density Pass
ASTM E 648 Fire Resistance Class 1
ASTM D 2047 Coefficient of Friction Pass
ASTM F 970 Static Load 250 PSI
ASTM F 970 (*modified) Static Load 2,500 PSI
ASTM F 925 Chemical Resistance Pass
ASTM F 410 Wear Layer Thickness 22 mil
ASTM F 386 Overall Thickness 3mm

* IIC Ratings vary based on the floor/ceiling assembly. Please contact FloorFolio for technical data for your floor/ceiling assembly.

RIGID HYBRID  4.7MM 12 MIL/5.5MM  20 MIL

ASTM F 3261-20 Classification Class I, Type B Solid Vinyl Floor Tile
ASTM F 925 Chemical Resistance Pass
ASTM E 648 Critical Radiant Flux Pass
ASTM D 2199 Dimensional Stability Pass
ASTM D 790 Flexural Strength Pass
ASTM F 1514 Resistance to Heat Pass
ASTM F 1515 Resistance to Light Pass
ASTM D 970 Static Load Limit Pass
ASTM F 386 Overall Thickness 4.7mm or 5.5mm
ASTM E 90 Sound Testing STC - 53
ASTM E 492 Sound Testing IIC - 58

53

ENVIROQUIET 4.0 - 5MM  12 MIL/22 MIL

ASTM F 1700 Solid Vinyl Tile Class III, Type A or B, Pass
ASTM E 662 Smoke Density Pass
ASTM E 648 Fire Resistance Class 1
ASTM D 2047 Coefficient of Friction Pass
ASTM F 970 Static Load 250 PSI
ASTM F 970 (*modified) Static Load 500 PSI
ASTM F 925 Chemical Resistance Pass
ASTM F 410 Wear Layer Thickness 12 mil or 22 mil
ASTM F 386 Overall Thickness 5mm
ASTM E 989 Impact Noise IIC > 50*

ENVIROQUIET 5.0 - 5MM  8 MIL/12 MIL

ASTM F 1700 Solid Vinyl Tile Class III, Type A or B, Pass
ASTM E 662 Smoke Density Pass
ASTM E 648 Fire Resistance Class 1
ASTM D 2047 Coefficient of Friction Pass
ASTM F 970 Static Load 250 PSI
ASTM F 970 (*modified) Static Load 500 PSI
ASTM F 925 Chemical Resistance Pass
ASTM F 410 Wear Layer Thickness 8 mil or 12 mil
ASTM F 386 Overall Thickness 5mm
ASTM E 989 Impact Noise IIC > 50*

* IIC Ratings vary based on the floor/ceiling assembly. Please contact FloorFolio for technical data for your floor/ceiling assembly.

ENVIROQUIET 6.0 - 6MM  22 MIL

ASTM F 1700 Solid Vinyl Tile Class III, Type A or B, Pass
ASTM E 662 Smoke Density Pass
ASTM E 648 Fire Resistance Class 1
ASTM D 2047 Coefficient of Friction Pass
ASTM F 970 Static Load 250 PSI
ASTM F 970 (*modified) Static Load 750 PSI
ASTM F 925 Chemical Resistance Pass
ASTM F 410 Wear Layer Thickness 22 mil
ASTM F 386 Overall Thickness 6mm
ASTM E 989 Impact Noise IIC > 50*



Contact us for questions, comments or samples.

We are here every STEP of the way.

PHONE

Main: (800) 671-1124

Local: (732) 287-8200

ADDRESS

110 Mayfield Ave

Edison, NJ 08837

EMAIL

sales@floorfolio.com

WEBSITE

floorfolio.com

SOCIAL MEDIA

facebook.com/floorfolio

instagram.com/floorfolio

pinterest.com/floorfolio

twitter.com/floorfolio
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