
TRIMS & ACCESSORIES
INSTALLATION GUIDE

INTRODUCTION

This guide provides general installation recommendations for FloorFolio trims and stair components used in
conjunction with resilient flooring products. These instructions are intended as a reference only. Site
conditions, substrate quality, and installation methods may vary. The installer is responsible for determining
the suitability of all materials and methods prior to installation.

APPLICABLE PRODUCTS

Reducer 
End Cap 
T-Molding 
Overlap Stair Nose 

GENERAL JOB CONDITIONS

Installation area must be climate controlled and within acceptable temperature ranges for flooring
materials. 
Maintain consistent conditions before, during, and after installation. 
Do not install over substrates subject to moisture issues or movement. 
Follow all applicable building codes and safety regulations. 

SUBSTRATE PREPARATION

Substrate must be clean, dry, flat, and structurally sound. 
Remove all dust, debris, grease, wax, sealers, or contaminants. 
Fill voids and correct irregularities prior to installation. 
Verify that finished floor heights are appropriate for transition placement. 

Square Flush Stair Nose/Round Flush Stair Nose 
Square Nose Tread/Round Nose Tread 
Stair Riser 

TOOLS & MATERIALS (SUGGESTED)

Tape Measure 
Saw (fine-tooth blade recommended) 
Adhesive 

Spacers (if required) 
Safety Equipment (gloves, eye protection, etc.) 
Phillips Screwdriver & Drill



TRANSITION TRIMS

Used between two floors of equal or similar height. 
Maintain proper expansion gap between flooring surfaces. 
Position T-Molding centered over the gap. 
Secure using included track and screws.
Do not restrict natural floor movement ensuring proper expansion joint between flooring and track.

T-MOLDING 

STEP 1

Center U-track between flooring planks. Fasten to subfloor using supplied screws. Maintain 1/4"
expansion gap on both sides.

STEP 2

NOTE: Do not install by forcing down from the top across the full length.
Press molding into track, working from one end to the other.

Used to transition from higher flooring to lower surfaces. 
Align reducer edge flush with higher surface. 
You must maintain the proper expansion space.
Secure using included track and screws.
Do not restrict natural movement ensuring proper expansion joint between track and flooring.

STEP 1

Install flooring, leaving expansion gap between the track and resilient flooring.

STEP 2

Center U-track within gap. Fasten to track using supplied screws.

STEP 3

Press molding into track, working from one end to the other.
NOTE: Do not force molding down from the top across the full length.

REDUCER

END CAP

Used where flooring meets vertical surfaces, sliding doors, or thresholds. 
Maintain expansion space between flooring and vertical surface. 
Install end cap to cover expansion gap without restricting movement. 
Secure using included track and screws.



NOTE: Do not try to push the entire molding in at once by pressing it in from the top.

STEP 1

Install flooring, leaving expansion gap between the track and resilient flooring.

STEP 2

Center U-track within gap. Fasten track using supplied screws.

STEP 3

Press molding into track, working from one end to the other.

STAIR COMPONENTS

Designed for glue-down or fixed flooring applications. 
Allows flooring to expand and contract beneath the nose. 
Install with required expansion gap behind the nose. 
Install flush with flooring surface. 
Apply adhesive to all contact areas as needed. 
Ensure tight, level fit with no vertical movement. 

SURFACE PREPARATION (REQUIRED):

1.) Clean both surfaces with a damp cloth (water only).
2.) Abrade bonding areas using 100–150 grit.
3.) Allow surfaces to fully dry.

Apply shim and apply stair nose to overlap the flooring.
Use stair nose and shim to establish starting point. 
Make sure the stair nose covers the edge of the flooring plank by 1/4" at minimum.
Remove stair nose. 
Adhere flooring plank and shim.

STEP 1

OVERLAP STAIR NOSE

STEP 2

Apply adhesive to all contact areas.
Set in place and allow to dry for a minimum of 24 hours.



Designed for floating floor applications and recommended for FloorFolio’s Rigid Hybrid SPC click
product.
Secure stair nose to substrate—not the floating floor. 
Do not fasten through the flooring system. 

Set molding flush with stair edge.
Use stair nose and shim to establish starting point. 
Remove stair nose. 

STEP 2

Apply adhesive to all contact areas.
Set in place and allow to dry for a minimum of 24 hours.

STEP 1

STAIR TREADS (SQUARE & ROUND NOSE)

Measure and cut each tread individually. 
Trim tread, nose/return, and riser to size and dry fit before applying adhesive. Each tread should be
measured and cut individually.

STEP 2

Evenly apply adhesive to the substrate or underside using continuous rows or an “S” pattern.
Position tread and press firmly into place. 
Ensure full contact and proper alignment at all edges. 
When installing the return, apply adhesive to the outer edge of the tread, insert the clips in the return,
and place the return in place with the clips sliding into the front of the tread. Use tape to hold the return
in place until the adhesive dries.

STEP 1

Provides a clean, finished edge at the front of each step for a polished look.
Improves safety and durability by protecting the step edge from wear and impact.

FLUSH STAIR NOSE (SQUARE & ROUND)



Install first riser at floor level.
Apply adhesive evenly to the back of the riser. 
Position vertically and press firmly into place. 
Ensure square alignment with tread. 

STEP 1

NOTE: Ensure tight fit at tread-to-riser transition prior to installation.

FINAL INSPECTION

Verify all trims and components are securely installed. 
Check for proper alignment and clean transitions. 
Remove all excess adhesive and debris. 
Protect installation area until fully set. 

NOTE: For open staircase, install riser on the open side and apply end cap into the side of the riser.

Covers vertical step face for a clean finish.
Provides consistent step height and alignment.
Enhances durability and overall appearance.

STAIR RISERS

IMPORTANT INSTALLATION NOTES

Installation methods may vary based on job conditions, substrate type, and product selection. 
Always perform a bond test prior to full installation. 
Use only adhesives compatible with both the substrate and trim material. 
Failure to follow proper installation practices may affect performance. 

DISCLAIMER

These guidelines are general recommendations and do not replace professional installation judgment. FloorFolio does not
assume responsibility for improper installation, site conditions, or misuse of products. It is the responsibility of the installer
to ensure all materials and methods are appropriate for the intended application.

Contact us for more information or questions.
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